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Background/Introduction  
 
 At the request of a parent and Mayor Thomas Ambrosino, the Bureau of 

Environmental Health Assessment (BEHA) provided assistance and consultation 

regarding indoor air quality issues and health concerns at the Paul Revere Elementary 

School in Revere, MA.   

 On May 30, 2001 a visit was made to this school by Cory Holmes, Environmental 

Analyst for BEHA’s Emergency Response/Indoor Air Quality (ER/IAQ) program to 

conduct an indoor air quality assessment.  Mr. Holmes was accompanied by Suzan 

Donahue, BEHA Research Assistant, during the assessment.   

 The school is a two-story, brick building constructed in 1916 and was previously 

visited by the BEHA in December of 1997.  The BEHA issued a report containing 

recommendations to improve indoor air quality (MDPH, 1998).  On the afternoon of May 

24th, BEHA received a call from a parent that the school had evacuated classroom 102 

due to a number of individuals who experienced similar symptoms (e.g., headaches, 

nausea, dizziness).   

According to the classroom teacher, a student started experiencing symptoms at 

approximately 10:00 am the morning of Monday May 21st and was promptly sent to the 

school nurse for evaluation.  Over the next few hours several other students, a teacher’s 

aid and parent volunteer all began experiencing similar symptoms.  As a precautionary 

measure occupants of classroom 102 were temporarily relocated to the library.  The 

classroom was reoccupied the following day without incident, however on Wednesday 

May 23rd several individuals complained of dizziness and the class was again relocated to 

the library.  School Department officials contacted a consultant firm (ATC, 2001) to 

conduct air testing.  ATC conducted real-time monitoring of carbon monoxide, carbon 



dioxide, temperature, relative humidity, total volatile organic compounds (TVOCs) and 

respirable particulates.  The ATC report stated that no abnormal readings were recorded.  

ATC did include a number of factors that existed in classroom 102 that could possibly 

contribute to poor indoor air quality but were not likely related to the specific 

symptomology reported (ATC, 2001).  These conditions included 1) non-continuous 

outside air supply by the univent, 2) an unused sink in an adjacent room which can 

provide a source of sewer gas odors (i.e., dry drain trap), 3) the use of VOC containing 

markers 4) occasional food odors from a nearby restaurant, 5) deteriorated bird screens 

on rooftop exhaust vents, 6) accumulated dirt/dust in the exhaust shaft, 7) potential 

allergens from neighboring lawn, 8) periodic vehicle exhaust emissions from train traffic 

(ATC, 2001).  At the time of the BEHA assessment the unit ventilator was activated and 

the classroom exhaust shaft/vent was cleaned of debris.  ATC also took wipe samples 

from supply and exhaust ventilation components in order to evaluate fungal and bacterial 

growth.  The school was awaiting the results of the biological sampling at the time of the 

BEHA assessment.  Until ATC microbial testing results are available, school officials 

plan to continue to house classroom 102 occupants in the library. 

 

Methods  

 Air tests for carbon dioxide, carbon monoxide, temperature and relative humidity 

were taken with the TSI, Q-Trak, IAQ Monitor, Model 8551.  Screening for total volatile 

organic compounds (TVOCs) was conducted using a Thermo Environmental Instruments 

Inc., Model 580 Series Photo Ionization Detector (PID).  Outdoor TVOC levels were 

taken as comparison values to indoor levels.  Measurements for hydrogen sulfide were 



conducted with the BW Defender Multi Gas Detector.  Measurements were taken in 

classroom 102 and surrounding areas.  

 

Results 

 This school has a student population of approximately 500 and a staff of 

approximately 50.  The tests were taken during normal operations at the school.  

Classroom 102 was vacant since occupants were temporarily relocated to the library.  

Test results appear in Table 1. 

 

Discussion 

 Ventilation 

 It can be seen from the tables that carbon dioxide levels below 800 parts per 

million of air (ppm) in all areas surveyed indicating adequate air exchange.  It is 

important to note however that the classroom was unoccupied at the time, which can 

greatly contribute to reduced carbon dioxide levels. 

Fresh air in classrooms is supplied by a unit ventilator (univent) system (see 

Picture 1).  Univents draw air from outdoors through a fresh air intake located on the 

exterior walls of the building (see Picture 2) and return air through an air intake located at 

the base of each unit (see Figure 1).  Fresh air and return air are mixed, filtered, heated and 

provided to classrooms through a fresh air diffuser located in the top of the unit.  As 

previously reported by school occupants the univent was deactivated the week prior to the 

onset of symptoms.  Therefore no mechanical means of fresh air was being provided to 

classroom 102 immediately prior to the relocation.  Without dilution by supply ventilation, 

excess heat and environmental pollutants can build up and lead to indoor air complaints.  
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Importantly these units must remain “on” and allowed to operate while classrooms are 

occupied. 

Mechanical exhaust ventilation is provided by wall-mounted intake grills, located 

at floor level, powered by rooftop motors.  Exhaust vents have internal flues that are 

controlled by pull chains to adjust airflow.  The exhaust vent for classroom 102 was 

functioning at the time of the assessment, however the exhaust grate was partially blocked 

(see Picture 3) by a hanging book holder.  

To maximize air exchange, the BEHA recommends that both supply and exhaust 

ventilation operate continuously during periods of school occupancy.  In order to have 

proper ventilation with a mechanical supply and exhaust system, the systems must be 

balanced to provide an adequate amount of fresh air to the interior of a room while 

removing stale air from the room.  The date of the last balancing of these systems was not 

available at the time of the assessment.  It is recommended that HVAC systems be re-

balanced every five years to ensure adequate air systems function (SMACNA, 1994). 

 The Massachusetts Building Code requires a minimum ventilation rate of 15 

cubic feet per minute (cfm) per occupant of fresh outside air or have openable windows 

in each room (SBBRS, 1997, BOCA, 1993).  The ventilation must be on at all times that 

the room is occupied.  Providing adequate fresh air ventilation with open windows and 

maintaining the temperature in the comfort range during the cold weather season is 

impractical.  Mechanical ventilation is usually required to provide adequate fresh air 

ventilation. 

 Carbon dioxide is not a problem in and of itself.  It is used as an indicator of the 

adequacy of the fresh air ventilation.  As carbon dioxide levels rise, it indicates that the 

ventilating system is malfunctioning or the design occupancy of the room is being 



exceeded.  When this happens a buildup of common indoor air pollutants can occur, 

leading to discomfort or health complaints.  The Occupational Safety and Health 

Administration (OSHA) standard for carbon dioxide is 5,000 parts per million parts of air 

(ppm).  Workers may be exposed to this level for 40 hours/week based on a time-

weighted average (OSHA, 1997). 

 The Department of Public Health uses a guideline of 800 ppm for publicly 

occupied buildings.  A guideline of 600 ppm or less is preferred in schools due to the fact 

that the majority of occupants are young and considered to be a more sensitive population 

in the evaluation of environmental health status.  Inadequate ventilation and/or elevated 

temperatures are major causes of complaints such as respiratory, eye, nose and throat 

irritation, lethargy and headaches. 

Temperature readings ranged from 72o F to 73 o F, which were within the BEHA 

comfort range.  The BEHA recommends that indoor air temperatures be maintained in a 

range of 70 o F to 78 o F in order to provide for the comfort of building occupants.  In 

many cases concerning indoor air quality, fluctuations of temperature in occupied spaces 

are typically experienced, even in a building with an adequate fresh air supply. 

The relative humidity was slightly below the BEHA recommended comfort range 

in all areas sampled.  Relative humidity measurements ranged from 35 to 36 percent.  The 

BEHA recommends that indoor air relative humidity is comfortable in a range of 40 to 60 

percent.  The sensation of dryness and irritation is common in a low relative humidity 

environment.  Low relative humidity is a very common problem during the heating season 

in the northeast part of the United States. 

 



 Microbial/Moisture Concerns 

 Classroom 102 contained several water-damaged ceiling tiles along the exterior 

wall, which can indicate historic leaks from either the roof or plumbing system (see 

Picture 4).  Water-damaged ceiling tiles and other porous building materials can provide 

a source of microbial growth and should be repaired/replaced after a water leak is 

discovered.  The occupant reported no active leaks in the classroom. 

 

 Other Concerns 

 In response to occupant concerns/symptoms BEHA staff conducted testing for 

carbon monoxide, TVOCs and hydrogen sulfide.  Carbon monoxide and hydrogen sulfide 

were non-detectable.  Indoor TVOC levels were less than or equal to background levels, 

indicating no unusual source of volatile organic compounds (fuel oil vapors, solvents, 

etc.) contamination in the area on the day of the BEHA assessment.  Building occupants 

interviewed reported no unusual activities (e.g., construction/renovation, application of 

cleaning materials, idling vehicles/deliveries) in or around classroom 102 that could be 

associated with acute symptoms reported.  No obvious point sources of respiratory 

irritants (e.g., chemicals, office equipment, allergens) were noted in or adjacent to 

classroom 102 that can serve as potential irritants, with the exception of permanent 

markers.  Materials such as permanent and dry erase markers may contain VOCs, (e.g., 

methyl isobutyl ketone, n-butyl acetate and butyl-cellusolve) (Sanford, 1999), which can 

be irritating to the eyes, nose and throat.  However, classroom occupants report that these 

materials have been used in the classroom since the beginning of the school year and are 

unlikely to have caused the acute symptoms reported.  



 Please note that regardless of environmental testing conducted on the day of the 

assessment the univent had been deactivated for several days prior to the onset of 

symptoms.  The teacher also reported that windows were closed on the day of the 

incident due to inclement weather.  The combination of lack of mechanical supply 

ventilation and closed windows can create uncomfortable conditions (e.g., stuffiness), 

exacerbate pre-existing conditions and contribute to poor indoor air quality complaints. 

 

 

Conclusions/Recommendations 

BEHA air-testing results indicate that no measurable levels of TVOCs, hydrogen 

sulfide or carbon dioxide were detected within classroom 102 and its surrounding areas at 

the time of the visit.  In view of these conditions, the following recommendations are 

made. 

1. To maximize air exchange, the BEHA recommends that both supply and exhaust 

ventilation operate continuously during periods of school occupancy independent 

of classroom thermostat control. 

2. Ensure univent fresh air diffuser, return vent and exhaust vent remain free of 

obstructions to facilitate airflow. 

3. For buildings in New England, periods of low relative humidity during the winter 

are often unavoidable.  Therefore, scrupulous cleaning practices should be 

adopted to minimize common indoor air contaminants whose irritant effects can 

be enhanced when the relative humidity is low.  To control for dusts, a HEPA 

filter equipped vacuum cleaner in conjunction with wet wiping of all surfaces is 



recommended.  Drinking water during the day can help ease some symptoms 

associated with a dry environment (throat and sinus irritations). 

4. Facilitate airflow with the use of openable windows to control for comfort.  Care 

should be taken to ensure windows are properly closed at the close of school 

hours. 

5. Consider the use of low VOC-containing or water-based markers.  



References 

ATC. 2001.  Hand written draft of observation from Paul Revere Elementary School.  
Revere, MA.  Dated May 26, 2001.  ATC Associates Inc.  Woburn, MA.  
 
BOCA. 1993.  The BOCA National Mechanical Code/1993.  8th ed.   Building Officials 
and Code Administrators International, Inc., Country Club Hill, IL.  Section M-308.1.1.  
 
MDPH. 1998.  Indoor Air Quality Assessment, Paul Revere Elementary School, Revere, 
MA.  Massachusetts Department of Public Health, Bureau of Environmental Health 
Assessment, Boston, MA.  March, 1998. 
 
OSHA. 1997.  Limits for Air Contaminants.  Occupational Safety and Health 
Administration.  Code of Federal Regulations.  29 C.F.R 1910.1000 Table Z-1-A. 
 
Sanford. 1999.  Material Safety Data Sheet (MSDS No: 198-17).  Expo Dry Erase 
Markers Bullet, Chisel, and Ultra Fine Tip.  Sanford Corporation.  Bellwood, IL. 
 
SBBRS. 1997.  Mechanical Ventilation.  State Board of Building Regulations and 
Standards.  Code of Massachusetts Regulations.  780 CMR 1209.0  
 
SMACNA. 1994.  HVAC Systems Commissioning Manual.  1st ed.  Sheet Metal and Air 
Conditioning Contractors’ National Association, Inc., Chantilly, VA. 
 
 



Picture 1 
 

 
 

Springfield State Office Building 



 
Picture 2 

 

 
 

Large, Concrete/Steel Balcony Located Along the Exterior Wall of the DIA Office 
 
 
 



 
Picture 3 

 

 
 

Fresh Air Diffuser at Floor Level 
 
 



Picture 4 
 

 
 

Partially Obstructing the Ceiling Plenum Grate Is Corrugated Decking 
 



Picture 5 
 
 

 
 

Building Is Surrounded By Cement Lined Pits with Drains 
 



Picture 6 
 

 
 

Drain in Cement Lined Pit 
 



Picture 7 
 

 
 

Plant On Window Sill 
 



Picture 8 
 

 
 

Build Up Of Sludge in Drip Pan 
 
 



Picture 9 
 

 
 

Spilled Materials in an Agency Storeroom in the Basement 
 
 



Picture 10 
 

 
 

Gasoline Containers in an Agency Storeroom in the Basement 
 



Picture 11 
 

 
 
 

Spray Can in an Agency Storeroom in the Basement 



TABLE 1 
 
Indoor Air Test Results –   Springfield State Office Building 

436 Dwight Street, Springfield, MA 
August 8, 2001 

 

* ppm = parts per million parts of air 
Comfort Guidelines CT = ceiling tiles 

Carbon Dioxide -  < 600 ppm = preferred 
 600 - 800 ppm = acceptable 
 > 800 ppm = indicative of ventilation problems 

Temperature -  70 - 78 °F 
Relative Humidity -  40 - 60% 

 

Location Carbon Temp. Relative Occupants Windows Ventilation Remarks 
 Dioxide 

*ppm 
°F Humidity 

% 
in Room Openable Intake Exhaust  

Outside 
(Background) 

367 96 45      

501 556 72 56 1 No Yes Yes Plants, water cooler 

503 586 72 57 1 No Yes Yes Door open 

504 584 71 57 0 No Yes Yes Door open 

DEP Printer Room 583 71 57 0 No Yes Yes  

500 601 71 58 1 No Yes Yes  

517 618 71 58 4 No Yes Yes Door open 

DEP Library 626 73 58 2 No Yes Yes Water cooler, refrigerator 

521 651 73 58 1 No Yes Yes 3 water damaged CT, photocopier 

524 521 73 58 1 No Yes Yes  



TABLE 2 
 
Indoor Air Test Results –   Springfield State Office Building 

436 Dwight Street, Springfield, MA 
August 8, 2001 

 

* ppm = parts per million parts of air 
Comfort Guidelines CT = ceiling tiles 

Carbon Dioxide -  < 600 ppm = preferred 
 600 - 800 ppm = acceptable 
 > 800 ppm = indicative of ventilation problems 

Temperature -  70 - 78 °F 
Relative Humidity -  40 - 60% 

 

Location Carbon Temp. Relative Occupants Windows Ventilation Remarks 
 Dioxide 

*ppm 
°F Humidity 

% 
in Room Openable Intake Exhaust  

527 602 72 57 1 No Yes Yes 1 water damaged CT, door open 

304 607 75 53 2 No Yes Yes 1 water damaged CT 

200 – Probation 555 74 55 3 No Yes Yes  

200 – Probation SW 584 75 55 0 No Yes Yes Door open 

200 – Meeting 
Room 

898 75 57 5 No Yes Yes Door open 

202 – 
Commissioner of 
Deaf 

573 75 54 1 No Yes Yes 1 missing CT, water cooler, open 
vent 

210 498 75 55 1 No Yes Yes 1 water damaged CT 

205 – DMR Front 492 75 54 3 No Yes Yes  

205 – DMR 
 SE Corner 

543 75 55 2 No Yes Yes  



TABLE 3 
 
Indoor Air Test Results –   Springfield State Office Building 

436 Dwight Street, Springfield, MA 
August 8, 2001 

 

* ppm = parts per million parts of air 
Comfort Guidelines CT = ceiling tiles 

Carbon Dioxide -  < 600 ppm = preferred 
 600 - 800 ppm = acceptable 
 > 800 ppm = indicative of ventilation problems 

Temperature -  70 - 78 °F 
Relative Humidity -  40 - 60% 

 

Location Carbon Temp. Relative Occupants Windows Ventilation Remarks 
 Dioxide 

*ppm 
°F Humidity 

% 
in Room Openable Intake Exhaust  

205 – DMR  
SW Corner 

478 74 54 2 No Yes Yes Door open 

205 – DMR 
NW Corner 

481 75 54 2 No  Yes Yes 4 water damaged CT 

205 – DMR 
NE Corner 

487 74 54 1 No Yes Yes  

202 – Front 471 75 54 2 No Yes Yes Plant 

202 – MCAD 
NE Office 

491 75 54 3 No Yes Yes Plants, door open 

202 – MCAD 
Commissioner 
Reception 

555 76 54 2 No Yes Yes  

109 – Foyer 505 76 56 1 No Yes Yes  

109 – Conference 
Room 

486 75 56 1 No Yes Yes Water cooler 

109 – Desks,  
N Wall 

599 76 58 1 No Yes Yes  



TABLE 4 
 
Indoor Air Test Results –   Springfield State Office Building 

436 Dwight Street, Springfield, MA 
August 8, 2001 

 

* ppm = parts per million parts of air 
Comfort Guidelines CT = ceiling tiles 

Carbon Dioxide -  < 600 ppm = preferred 
 600 - 800 ppm = acceptable 
 > 800 ppm = indicative of ventilation problems 

Temperature -  70 - 78 °F 
Relative Humidity -  40 - 60% 

 

Location Carbon Temp. Relative Occupants Windows Ventilation Remarks 
 Dioxide 

*ppm 
°F Humidity 

% 
in Room Openable Intake Exhaust  

109 – NW Office 450 75 57 0 No Yes Yes  

109 – Interior 
Office 

510 75 58 1 No Yes Yes  

109 – Interior 
Office 

483 75 58 3 No Yes Yes  

105 – DOR 585 74 50 5 No Yes Yes Water cooler, 3 water damaged CT 

DIA – Industrial 
Accidents 

642 74 53 2 No Yes Yes  

DIA – Hearing 
Room 1 

634 74 54 0 No Yes Yes Door open 

DIA – Desk 729 75 55 5 No Yes Yes  

300 – Office of the 
Governor, Chief of 
Staff 

572 73 55 1 No Yes Yes Door open 

300 – Main 639 74 54 2 No Yes Yes  



TABLE 5 
 
Indoor Air Test Results –   Springfield State Office Building 

436 Dwight Street, Springfield, MA 
August 8, 2001 

 

* ppm = parts per million parts of air 
Comfort Guidelines CT = ceiling tiles 

Carbon Dioxide -  < 600 ppm = preferred 
 600 - 800 ppm = acceptable 
 > 800 ppm = indicative of ventilation problems 

Temperature -  70 - 78 °F 
Relative Humidity -  40 - 60% 

 

Location Carbon Temp. Relative Occupants Windows Ventilation Remarks 
 Dioxide 

*ppm 
°F Humidity 

% 
in Room Openable Intake Exhaust  

301 – DOR Office 565 73 52 2 No Yes Yes Water cooler, 4’ floor dividers 

308 – DOR Center 
Cubicles 

647 74 53 4 No Yes Yes  

308 – DOR SE 
Cubicles 

596 74 53 7 No Yes Yes Water cooler 

308 – DOR NE 
Cubicles 

566 74 53 7 No Yes Yes Water cooler, photocopier 

308 – DOR N 
Cubicles 

567 74 53 2 No Yes Yes Plant-on newspaper, water cooler 

308 – DOR NW 
Cubicles 

512 74 52 1 No Yes Yes Water cooler 

313 546 73 53 5 No Yes Yes Water cooler 

3rd Floor 
Courthouse 

535 76 52 0 No Yes Yes Supply and exhaust off 

311 587 75 51 1 No Yes Yes  

DIA – Judge 
Murphy’s 

610 78 48 1 No Yes No  



TABLE 6 
 
Indoor Air Test Results –   Springfield State Office Building 

436 Dwight Street, Springfield, MA 
August 8, 2001 

 

* ppm = parts per million parts of air 
Comfort Guidelines CT = ceiling tiles 

Carbon Dioxide -  < 600 ppm = preferred 
 600 - 800 ppm = acceptable 
 > 800 ppm = indicative of ventilation problems 

Temperature -  70 - 78 °F 
Relative Humidity -  40 - 60% 

 

Location Carbon Temp. Relative Occupants Windows Ventilation Remarks 
 Dioxide 

*ppm 
°F Humidity 

% 
in Room Openable Intake Exhaust  

Chambers 

102 – Secretary of 
State 

619 77 47 3 No Yes Yes  

104 – Division of B 634 76 46 3 No Yes Yes Water cooler, dry erase board 

120 – Snack Bar 557 77 45 2 No Yes Yes Door open 

 


